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A collaboration between California Polytechnic Corporation with Georgia Tech 
Research Institute (GTRI) and DHC Engineering worked on a NASA NRA to develop 
predictive capabilities for the design and performance of Cruise Efficient, Short Take-Off 
and Landing (CESTOL) subsonic aircraft. The focus of this work presented in this paper 
gives details of a large scale wind tunnel effort to validate predictive capabilities for this 
NRA for aerodynamic and acoustic performance during takeoff and landing. The model,
Advanced Model for Extreme Lift and Improved Aeroacoustics (AMELIA), was designed as 
a 100 passenger, N+2 generation, regional, cruise efficient short takeoff and land (CESTOL) 
airliner with hybrid blended wing-body with circulation control. AMELIA is a 1/11 scale 
with a corresponding 10 ft wing span. The National Full-Scale Aerodynamic Complex 
(NFAC) 40 ft by 80 ft wind tunnel was chosen to perform the large-scale wind tunnel test in 
the scheduled to start summer of 2011. The NFAC was chosen because both aerodynamic 
and acoustic measurements will be obtained simultaneously, the tunnel is large enough that 
the downwash created by the powered lift will not impinge on the tunnel walls, and the 
schedule and cost fit into Cal Poly’s time frame and budget. Several experimental 
measurement techniques will be used to obtain the necessary data to validate predictive 
codes being developed as apart of this effort: stationary microphones will be used to obtain 
far-field acoustic measurements including a 48 element phased array, the Fringe-Image Skin 
Friction (FISF) technique will be used to measure the global skin friction on the wing, and 
the a micro flow measurement device will measure the velocity profiles in the in the 
boundary and shear layers is still in development and presented in this paper.
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Nomenclature
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coefficient of skin friction
dynamic pressure 
oil index of refraction 
time duration 
refraction angle 
wavelength of light 
oil viscosity
wall shear stress 
Subscripts 
o = 
∞ = 
oil 
freestream condition
I. Introduction 
he recent advent of NASA’s Environmentally Responsible Aviation Project (ERA)
1
 shows NASA’s dedicatedTto designing aircraft that will reduce the impact of aviation on the environment, there is a need for research and 
development of methodologies to minimize fuel burn, emission, and a reduction in community noise produced by 
regional airlines. ERA is specifically concentrating in the areas of airframe technology, propulsion technology, and 
vehicle systems integration all in the time frame for the aircraft to be at a Technology Readiness Level (TRL) of 4-6 
by the year of 2020 (deemed N+2). The proceeding project looking into similar issues was led by NASA’s Subsonic 
Fixed Wing Project and focused on conducting research to improve prediction methods and technologies that will 
produce lower noise, lower emissions, and higher performing subsonic aircraft for the Next Generation Air 
Transportation System.
The work provided in this investigation was an NRA funded by Subsonic Fixed Wing Project with a specific 
goal of conducting a large scale wind tunnel test along with the development of new and improved predictive codes 
for the advanced powered-lift concepts. These concepts will be incorporated into the wind tunnel model in 
conjunction with the verification of these codes an experimental data base will obtained during the wind tunnel test. 
Powered-lift concepts investigated are Circulation Control (CC) wing in conjunction with over the wing mounted 
engines to entrain the exhaust to further increase the lift generated by CC technologies alone. The NRA was a four 
year award; during the first year the objective was to select and refine CESTOL concepts and then to complete a 
preliminary design of a large scale wind tunnel model for the large scale test. During the second and third years the 
large scale wind tunnel model design would be completed and manufactured.  In the fourth and final year the large 
scale wind tunnel test would be conducted along with the completion of the predictive codes for the advanced 
powered-lift concepts incorporated into the wind tunnel model in conjunction with the verification of these codes 
with the experimental data obtained during the wind tunnel test. 
The original configuration was developed by David Hall and refined by Cal Poly which was designed as a 100 
passenger, regional, cruise efficient short takeoff and land (CESTOL) airliner with hybrid blended wing-body with 
circulation control.. The wind tunnel model was sized by the NRA and the size of available wind tunnels, which 
scaled the model to a 10 ft span. The resulting design is the Advanced Model for Extreme Lift and Improved 
Aeroacoustics (AMELIA) and is the subject of two companion papers. Part 1 of this paper (The Wind Tunnel Model 
Design and Fabrication of Cal Poly’s AMELIA 10 Foot Span Hybrid Wing-Body Low Noise CESTOL Aircraft) 
describes the conceptual designs considered for this project, the selected configuration adapted for a wind tunnel 
model, the internal configuration of AMELIA, and the internal experimental measurements chosen in order to 
satisfy the requirement of obtaining an experimental measurement database. Part 2 of this paper will describe the 
progress of the large-scale wind tunnel test along with the external experimental techniques that will be employed 
during the test. Experimental measurements included in the database will include forces and moments and surface 
pressure distributions (covered in detail in Part 1), along with local skin friction measurements, boundary and shear 
layer velocity profiles, far-field acoustic data and noise signatures from turbofan propulsion simulators (which is the 
subject of this investigation). Currently, the test is scheduled as an 8-10 week test with a tunnel entry date in the late 
summer of 2011.
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II. AMELIA Model
 
The model is approximately a 1/11 scale of an aircraft designed as a 100 passenger, N+2 generation, regional, 
cruise efficient short takeoff and landing (CESTOL) airliner with a hybrid blended wing-body and circulation 
control designed by David Hall and refined by Cal Poly. The N+2 design metrics are: a 40% reduction in fuel 
consumption, progress towards -42 dB lower noise levels, a 70% decrease in emissions, and a 50% reduction in field 
length performance over current generation aircrafts. Theoretically the aircraft should reach a Technology Readiness 
Level (TRL) of 4-6 by the year 2020. A conceptual design of the AMELIA is shown in Fig1 where the complicated 
internals of AMELIA are shown in Fig. 2. For a full description of the wind tunnel model design and manufacturing 
progress please refer to: Part 1: The Wind Tunnel Model Design of Cal Poly’s AMELIA 10 Foot Span Hybrid 
Wing-Body Low Noise CESTOL Aircraft. 
III. III. Large Scale Wind Tunnel Test 
– NFAC 40 ft by 80 ft’
A. Wind Tunnel Facility 
The National Full-Scale Aerodynamic 
Complex (NFAC) 40 ft by 80 ft wind 
tunnel was chosen to perform the 8-10 
week long large scale wind tunnel test. 
The NFAC offered several benefits over 
other large wind tunnels across the 
country, with the most significant being: 
the 10 foot model could be mounted on a 
sting which allows for cleaner 
measurements of the produced 
aerodynamic forces and moments, the 
tunnel could supply the high pressure air at 
the mass flow rate necessary to operate the 
CCW slots and the turbofan simulators, the 
tunnel is large enough such that the 
downwash created by the CCW wings 
would not impinge on the floor of the 
tunnel thus creating cleaner far-field 
acoustic measurements, the tunnel was 
acoustically treated such that aerodynamic 
and acoustic measurements could be 
performed simultaneously, and the 
NFAC’s cost and schedule fit within Cal 
Poly’s time frame and budget. Figure 3 
shows a scale schematic of the model 
mounted on the sting in the 40 ft by 80 ft 
NFAC wind tunnel with the associated acoustic measurement devices mounted on the tunnel floor relative to the 
wind tunnel model placed in the center of the tunnel. Also depicted in Fig. 3 is a preliminary CFD result of the flow 
features expected from the interaction of the upper surface blowing and the circulation control powered lift system. 
The downwash of the powered lift system is estimated to be approximately a full span down from the model.   
Figure 1. An artists rendition of AMELIA flying over Hawaii.
Figure 2. A view of AMELIA revealing the complex internal 
components.  
3 

American Institute of Aeronautics and Astronautics 

  
 
 
 
 
 
 
 
 
 
Figure 3.  Schematic of the model mounted on sting in the NFAC 40 ft by 80 ft wind tunnel along with the 
far-field microphones and the stationary array mounted on the tunnel floor. 
B. AMELIA Test Matrix  
The tunnel time for the AMELIA test will be 8-10 weeks depending on the schedule and cost provided to Cal 
Poly by the NRA.  The proposed outline of the text matrix for AMELIA the Steps are as follows: (1) calibrations 
while mounted on the sting balance of both model and acoustic instrumentation, (2) static tests of all blown features 
on the model, (3) a Reynolds number sweep, (4) a dynamic pressure sweep, (5) a turbofan simulator sweep, (6) and 
a CCW sweep, (7) acquire critical test points, and (8) acquire experimental data base measurements.  After the 
completion of the preliminary sweeps [Steps 1-6], during Step 7 eight to ten critical tests points will be identified 
from the experimental test data obtained during the preliminary sweeps. The purpose of Step 7 is to take the full 
gamut of experimental measurements. The skin friction measurements (see Section V. Global Skin Friction 
Measurements for further detail) are the dominating measurements and will take upwards to two hours per critical 
test point to obtain functional data. Due to budget and schedule, only 8-10 critical test points will be acquired.    The 
wind tunnel test will be considered successful if Steps 1-7 are completed. During the critical tests points all 
experimental instrumentation will be utilized: such as the four different flap configurations (0
o
, 30
o
, 60
o
, and 90
o
), 
the high and low engine mounting, slow flow, and engine mass flow. 
Once the critical test points have been completed, the remaining time will be used durong Step 8 to obtain the 
experimental data base, however the skin friction technique will not be utilized during this portion of the test. 
Table 1 outlines the proposed Step 8 test matrix starting with the most time consuming model modification.  The 
ranges for pitch are +20 to -5 degrees, side slip can vary from  +20 to -20 degrees, three different momentum 
coefficients will be investigated (0, 66%, and 100 of the maximum), three different thrust coefficient will be 
investigated (engine thrust levels of 0, 48, and 80% of the maximum rate level), and for three different tunnels 
speeds. During Steps 1-8 the acoustic the far-field measurements along with 30 degree sideline measurements will 
simultaneously be made with the aerodynamic measurements.  Also the 48 element stationary array placed under 
one of the turbofan simulators will be utilized to characterize the noise signature beneath the wing. 
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Table 1. Outline of the experimental data base test matrix to be completed once the 8-10 critical test points 
have been obtained. 
Slip** 
Pitch** 
Engine MassFlow** 
Slot Mass Flow** 
Flap Defecton 
Engine Height high 
 o   o 
   
   
  o  o  o 
 o  o   o 
 o   o   o   o   o 
    
    
  o   o 
IV. Aeroacoustic Measurements
Acoustic measurements for the large wind tunnel test will consist of seven microphones 16 ft under the left wing 
near the fly-over arc at 45, 60, 75, 90, 105,120, and 135 deg. from the upstream direction, as well as a 48-element, 
40 inch diameter (1 meter) phased microphone array housed in a streamlined fairing under the right wing near the 90 
deg fly-over angle. Three additional microphone pairs will be positioned on the right side near the peak jet noise 
location with direct view of the TPS units to help estimate shielding effects.  These three struts will have a dual 
microphone system for redundancy due, it would time and cost prohibitive to replace this set of microphones if a 
failure should occur. Figure 4 shows a schematic of the acoustic measurement devices mounted in the NFAC with 
AMELIA mounted on the sting. While Fig. 5 is 3D schematic of the NFAC tunnel floor with the associated acoustic 
measurement devices.  During a test condition where sideslip will be investigated, notice in that the far-field and 
phased array will rotate with the model while the sideline microphone struts will remain stationary.
The array and fixed microphones will use TMS-140BF(G.R.A.S. 40 BF) 1/4" condenser microphones, with 
TMS126 AC (G.R.A.S. 26AC) pre-amplifiers and G.R.A.S 12AG power supplies.  The processing bandwidth will 
be 1 to 40 kHz model scale (0.1 to 4 kHz full-scale) Array signal processing and display will utilize Optinav 
Beamform Interactive software. Evaluation and integration of the commercially available software at speeds 
planned for the AMELIA test for have been accomplished during preliminary test programs in the NFAC 80- by 
120- Ft Wind Tunnel, as well as in the NASA AOX 32- by 48 inch Wind Tunnel at the Ames Fluid Mechanics 
Laboratory. 
Figure 4. A schematic of AMELIA mounted in the NFAC showing the far field, sideline, and phased array 
microphones in scale reference to the model. 
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Figure 5. A 3D rendering of the aeroacoustic measurements and AMELIA mounted in the NFAC; note that 
the stationary far field microphones and phased array have the ability to rotate with the model during 
sideslip investigations but the 30 degree sideline microphones will remain stationary.
V. Global Skin Friction Measurements 
The Fringe-Image Skin Friction (FISF) Technique, also known as oil interferometry, was chosen for the large 
scale wind tunnel test to measure skin friction because both magnitude and direction can be determined from a 
single image. The FISF technique has the advantage of maturity and reliability which becomes significant due to the 
difficulties of obtaining measurements in the NFAC due to its sheer size and the amount of time between tunnel shut 
down and the point where photographs of the model can be obtained. 
A. FISF Technique 
The FISF technique was developed by Monson et al.
2 
The theory behind the technique is that a single 
relationship can relate the thickness of the oil drop at a single location to the skin friction magnitude and direction. 
The oil thickness is measured via photographic interferometry. Data reduction is completed with CXWIN4GG, a PC 
application developed by Zilliac.
3 
The FISF technique has a few key steps in its process to obtain the crucial photographs necessary to determine 
surface skin friction. The process is as follows: A drop of silicone oil of known viscosity is placed on the model 
surface. Once the oil is applied to the surface, the air flow begins, causing the oil to spread and thin. The air 
continues to flow for a given time, continually thinning the oil. When sufficient time has elapsed (2-20 minutes, 
depending on oil viscosity), the air flow is turned off. A quasi-monochromatic light source is then indirectly applied 
to the surface by use of a large diffuse reflector. Light is reflected from the surface of the model and oil. Two 
specific light rays are reflected and separated by the thickness of the oil, shown in Fig. 6. Once the oil has thinned, 
the oil height linearly varies where constructive and destructive interference occurs, causing light and dark fringes 
on the oil surface. Skin friction is proportional to the spacing distance, Δs, on the fringes which is directly related to 
the thickness of the oil. The relationship for skin friction is as follows:
(1) 
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where Cf is the skin friction coefficient, τw is the 
wall shear stress, q∞ is the freestream dynamic 
pressure, no is the oil index of refraction, μo is the 
oil viscosity, λ is the wavelength of the light 
source, t is the duration of time the oil flow was 
exposed to air flow, and θr is the light refraction 
angle through the air-oil interface. Eq. 1 holds for 
zero pressure gradient and shear stress gradients. 
Further details on the oil flow technique and 
theory behind it is covered by Naughton and 
Sheplak.
4
Figure 6. A schematic of the basic FISF setup
 
highlighting the oil flow and fringe pattern on a B.  Application of FISF to AMELIA
droplet of oil from Reference 4. 
In order to successfully apply the FISF technique, the fringes on a model need to be clearly visible. Fringe 
visibility is based upon the surface finish of the model. An ideal surface is extremely smooth with consistent and 
durable optical properties. Based on a study by Zilliac
5 
the best fringes appeared on high flint content SF11 glass 
manufactured by Schott Glass of Germany, which is an impractical material for a wind tunnel model. A practical 
surface finish for a model would be mirror like, which can be achieved with nickel plating the model surface. 
Acceptable substitutes have been made utilizing polished stainless steel or black Mylar sheets applied to the model 
surface. Black Mylar sheets offer the most cost effective solution for oil flow testing. However, at higher speeds and 
long run times Mylar would begin to peal along the edges, ruining any data downstream. The continual Mylar 
reapplication to the model would prove time consuming and impractical due the model height in the NFAC for the 
AMELIA test. Mylar is also difficult to apply to a 3D surface, usually resulting in small wrinkles in the Mylar 
distorting the skin friction measurements. Polished stainless steel and nickel plating have the durability that Mylar 
lacks. Nickel plated aluminum is less expensive than polished stainless steel. For these reasons, a nickel plated 
aluminum was initially chosen for the large scale wind tunnel test.  Unfortunately, the due to the size of the model, 
nickel plating became nearly impossible and cost prohibitive and therefore another alternative had to be found. It 
was decided that IMRON paint would be an adequate replacement due to its highly reflective surface finish. 
In order to properly view the fringes, a monochromatic light source must be reflected off a diffuse reflector. In 
large wind tunnel applications, the tunnel walls have been used as the reector.
6 
Unfortunately, the NFAC tunnels 
walls are composed of a matte metal mesh covering 
a deep, perforated acoustic liner, rendering the walls 
unable to sufficiently light the tunnel. The next 
option is to build a reflector which encompasses the 
portion of interest on the model. A small hole would 
be cut in the reflector allowing a camera to capture 
the fringe spacings; a setup such as this is shown in 
Fig. 4. AMELIA has a highly curved blended wing 
which causes additional difficulty in the image 
processing. Due to the models highly polished and 
curved surfaces, the camera will see reflections
from a large area of the wind tunnel. Therefore, if 
the wind tunnel is being used as the diffuse 
reflector, large areas of the tunnel need to be white. 
Since this would be costly in the NFAC, it is 
necessary to use a curved diffuse reflector. It will 
ensure the model is uniformly lit allowing for 
Figure 7. The FISF solution used for the wing blend. accurate fringe spacing identification and does so 
The dark spot is due to no light being reflected by thewith fewer lights. The type of diffuse reflector used 
camera lens. on the wing blend is also shown in Fig. 7. 
The angle at which the light enters the camera can greatly affect the skin friction measurement, especially at 
large angles such as leading edges or the blended wing portion of the model. Zilliacs CXWIN4GG software utilizes 
single camera photogrammetry to determine the angle of the light reflecting off the oil on the surface of the wind 
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tunnel model. This is made possible by using fiducial marks over the model surface. The camera captures an image 
encompassing the entire wing with several fringes over the wing surface. Within that image are multiple fiducial 
arks with known locations on the model coordinate system. Zilliacs software completes the photogrammetry by 
matching the known fiducial marks locations (both a pixel x-y coordinate system as well as the model coordinate) to 
a given set of model points. This allows the software to calculate the light incident angle at any visible point on the 
model.
Due of the size of the NFAC, a special procedure has been devised to ensure accurate fringe production. 
Normally the tunnel transients are short, resulting in little error from the startup and shutdowns. However, the 
NFAC requires a minimum of 5 minutes to startup and shutdown which can introduce unacceptable error into the 
skin friction measurements if the incorrect viscosity of oil is chosen for the test. In order to ensure recording 
accurate fringes, the model will be at a high angle of attack during the tunnel startup allowing separated flow (low to 
no shear) over the wing. Once the tunnel freestream has been reached, the model will be positioned to the angle of 
attack of interest. At this point, slot blowing and the turbine simulators will be started as well. The model will 
remain at this test condition for a minimum of 20 minutes. Once the oil is sufficiently spread, the slot blowing, 
turbine simulator, and tunnel freestream will be turned off, while the model is once again pitched upward to cause 
separation over the wing allowing the fringes to be unaffected by the shutdown procedure. Once the flow has 
stopped, the diffuse reflector and camera will be brought into the tunnel. A diffuse reflector will be held up to the 
model, lighting it, while a second person will capture the fringe spacings in two images. This process is time 
consuming, but worthwhile to ensure quality data for numerical validations to be made against. For this reason, 
again only eight to ten key test conditions will be investigated with oil interferometry for CFD validation. 
B. Application of FISF to a Blended Wing Section 
In order to prepare for the skin friction measurements on AMELIA first skin friction magnitude and direction 
measurements will be completed on the three-view of wing section shown in Fig. 8. The blended portion (the shaded 
portion of the three-view shown in Fig. 8 is representative of the wing blend on AMELIA. The lighting technique 
and wind tunnel procedure are similar to the AMELIA test, aiding in the preparation for the AMELIA test. In 
addition, the test will create a database of global skin friction measurements for CFD validation on a blended wing 
geometry. The two foot wing section was manufactured by Patersonlabs, Inc. Ideally, a scale model of the AMELIA 
wing blend would have been made, but a size constraint was placed on the test article by the demotions of the wind 
tunnel available for the pretests at Cal Poly and by the stock available at Patersonlabs, Inc. to reduce cost of the 
article. The test article chord needed to be less than 6 inches, have a thickness of less than 3 inches, and must have 
the ability to remove the model from a 6 inch wind tunnel access hole. For this reason, a long 2D section was 
machined, with a small 3D section at the outboard. Note that the lower surface of the test article does not match
AMELIA. To correctly blend the upper and lower surfaces, the 2D chord length would have to be scaled down to a 
point too thin to reasonably manufacture. It was most important to match the upper surface of the test article to 
AMELIA, so the blended airfoil was shifted up, causing the lower surface to not match AMELIA.
Figure 8. Three view of blended wing where the 3D wing blend section is shown in green and the 2D 
section is left white (all dimensions are in inches).
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The test article for the pretest experiment was also nickel plated to allow as many similarities to the AMELIA 
test as possible. Additional 2D experiments were conducted Imron painted aluminum to ensure fringe quality. The 
plating and Imron paint has yielded excellent fringe visibility; a comparison is shown in Fig. 9. The fringes shown 
were created using high pressure air and a half cylinder white diffuse reflector. The full wing was tested in the Cal 
Poly Mechanical Engineering 2x2 foot low speed tunnel. Multiple test conditions were investigated to ensure 
repeatability in NFAC. For the full results please refer to Ref. 10.  This practice test was conducted with a similar 
tunnel start/shutdown procedure that is currently planned for AMELIA. 
Figure 9. Fringe on test (a) nickel plated sample and (b) an Imron painted sample; The exposure time was 
increased for the Imron sample, but the comparison between (a) and (b) show good quality fringes for both 
samples, both samples using 10cSt oil and compressed air to create fringe lit with a diffuse reflector and 
mercury vapor bulbs. 
VI. Boundary And Shear Layer Velocity Profiles with a Micro Flow Measurement Device
A. Cross Correlation Measurement Technique 
In 2001, NASA Glenn developed a thermocouple boundary layer rake which has the capability to measure 
0.0025 inches from the surface, four times closer than any state of the art measurement before.Error! Bookmark 
not defined.4 This was achieved with the device shown in Fig. 10. This device is constructed with a base made out 
of aluminum, a constant thickness strut which protrudes from the base, and the necessary electrical wires 
corresponding to the number of thermocouples present for a given design. The strut is made of quartz, chosen for its 
insulative and low thermal expansion properties. From the base to the top of the strut, there are several pairs of 
thermocouples. The device functions based on the theory that for a given height above the base, the velocity is equal 
to the velocity of the flow as if there were no strut present. It should be noted that no horseshoe vortices were found 
to be shed at the intersection of the strut and base in NASA Glenn’s testing of the thermocouple rake.
7 
Figure 10. Photographs of a thermocouple boundary layer rake, a) shows the base and electrical connections 
and b) detail of platinum and gold films. 15 
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At the center of the strut, there is a platinum loop which is heated to a temperature above ambient. As air flows 
over the loop, the air downstream is heated. The voltage difference between the upstream and downstream 
thermocouples is then related to known velocity values obtained from a total pressure rake setup next to the 
thermocouple rake at exactly the same axial position. A calibration curve can be developed from this data. This 
calibration procedure is needed for every Reynolds number intending to be tested. 
Upon further discussions with Gustave Fralick, one of the thermocouple rake’s designers, a Cross Correlation 
Rake (CCR) was suggested for use since an in situ calibration process would prove difficult in the anticipated 
application. The CCR contains a conductive platinum loop located at the center of the substrate. This loop is heated 
to a temperature above the ambient conditions. Instantaneous voltage differences on the loop’s leading edge and 
trailing edge are measured by voltage taps along the loop. The voltage fluctuations in the loop are caused by 
fluctuations in the local resistance. The resistance relates to the loop temperature, which relates directly with 
velocity at that location.
8
 Utilizing a cross correlation script from MATLAB, the time between voltage fluctuations 
on the upstream and downstream voltage taps can be calculated. Since the distance between the upstream and 
downstream edges of the loop is known, the flow velocity can be calculated.
B.	 Application of CCR to 
AMELIA 
The AMELIA model has both leading and trailing 
edge blowing in order to vastly increase the lift. Part of 
the validation effort will be to acquire velocity profiles 
above the flap. The CCR will be implemented as 
shown in Fig. 11 in order to achieve this. This region is 
of particular interest because of the jet’s layer 
boundary layer as well as the shear layer above the jet. 
The design, construction, and validation of the CCR at
subsonic speeds will be achieved. In addition, 
transonic speeds should be tested to demonstrate the 
CCR readiness on AMELIA. The substrate was 
constructed at Cal Poly, with the platinum applied to 
the substrate at NASA Glenn. The CCR will first be 
applied to a flat plate for validation purposes, then a trailing edge of an airfoil.
The CCR designed for the AMELIA test is composed of a quartz substrate, platinum heating loop, and platinum 
voltage taps, as shown in the schematic in Fig. 12 and in the photograph in Fig. 13. The CCR was sized based on the 
AMELIA flap and was sized to 1.1 x 0.55 inches and 0.043 inches thick. It needed to be as large as possible without 
being too near to the slot or trailing edge. The resulting length was 1.00 inch. The height was based upon the desired 
height above the flap to measure velocity profiles. This height was determined to be 0.12 inches. The total height of 
the rake is 0.040 inches, with the top half above the flap and the remaining lower half below the flap. Quartz 
microscope slides from Ted Pella, Inc. were utilized as the substrate. Microscope slides were only sold at a thickness 
of 1.0 mm. For a full description of the CCR design process please refer to Ref. 13.
Figure 11. A rendering of the Cross Correlation 
Rake applied to the AMELIA flap where the airfoil 
section is shown as an outline. The CCR is shown 
with an orange base and blue quartz substrate.
Figure 12. Schematic of the Cross Correlation 
Rake with platinum loop and voltage taps shown. 
Figure 13. Photograph of the Cross Correlation 
Rake of the first batch of rakes delivered to Cal 
Poly. 
10 
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C. Validation of CCR 
Application of the CCR to the AMELIA test will yield valuable data for CFD validation. Velocity measurements 
of both the jet boundary layer and jet shear layer will be acquired. The CCR span location was chosen to be far from 
the engine, wingtip, or chord variation effects. An outboard location of 36.6 inches from the centerline was chosen, 
shown in Figure 14a. The rake was placed perpendicular to the trailing edge slot to ensure the substrate incurs no 
flow angularity. The rake is also perpendicular to the flap dihedral. As the flap deflects, the rake position is held 
constant relative to the flap trailing edge. 
Figure 14. Isometric view (a) of the CCR applied to a rendering of the AMELIA wing and (b) substrate 
(dark grey), half of CCR base (green), flap (blue) and bottom of wing plenum (red). The platinum mask 
is shown overlaid on the rake. The light grey circular tube carries the CCR wiring inboard. Two white 
curved lines represent the flap upper surface relative to the platinum mask. 
Application of the CCR to the AMELIA test will yield valuable data for CFD validation. Velocity measurements 
of both the jet boundary layer and jet shear layer will be able to be acquired. The CCR span location was chosen to 
be far from the engine, wingtip, or chord variation effects. An outboard location of 36.6 inches from the centerline 
was chosen, shown in Figure 14b. The rake was placed perpendicular to the trailing edge slot to ensure the substrate 
incurs no flow angularity. The rake is also perpendicular to the flap dihedral. As the flap deflects, the rake position is 
held constant relative to the flap trailing edge. AMELIA was designed with four flap settings, each having an 
offblock allowing for CCR installation. There is one universal base for the CCR which fits into the offblock 
locations in each flap. The Omnetics micro connector allows for simple and rapid removal of the CCR wiring.
At the time of this paper publication, it has been decided that the CCR’s technology is not mature enough for the 
large scale wind tunnel test in the summer of 2011. However, the CCR does provide a unique capability of 
measuring the velocity and shear layer profiles, and merits further research.  Cal Poly will continue its work on the 
CCR in pursuit of the CCR reaching a high enough fidelity that it will be a viable option in large scale wind tunnel 
testing in the future. 
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